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Environmental Protection Agency § 94.8 

vessels from the emission standards in 
this part under special circumstances. 

(c) To comply with the requirements 
of this part, a manufacturer must dem-
onstrate to EPA that the engine meets 
the applicable standards of §§ 94.7 and 
94.8, and all other requirements of this 
part. The requirements of this certifi-
cation process are described in sub-
parts C and D of this part. 

(d) Subpart B of this part specifies 
procedures and equipment to be used 
for conducting emission tests for the 
purpose of the regulations of this part. 

(e) Subparts E, F, and H of this part 
specify requirements for manufactur-
ers after certification; that is during 
production and use of the engines. 

(f) Subpart I of this part contains re-
quirements applicable to the importa-
tion of marine engines covered by the 
provisions of this part. 

(g) Subpart L of this part describes 
prohibited acts and contains other en-
forcement provisions relating to ma-
rine engines and vessels covered by the 
provisions of this part. 

(h) Unless specified otherwise, the 
provisions of this part apply to all ma-
rine engines and vessels subject to the 
emission standards of this part. 

§ 94.7 General standards and require-
ments. 

(a) Marine engines and vessels may 
not be equipped with a defeat device. 

(b) An engine may not be equipped 
with an emission control system for 
the purpose of complying with emis-
sion standards if such a system will 
cause or contribute to an unreasonable 
risk to public health, welfare, or safety 
in its operation or function. 

(c) You may not design your engines 
with emission-control devices, sys-
tems, or elements of design that cause 
or contribute to an unreasonable risk 
to public health, welfare, or safety 
while operating. For example, this 
would apply if the engine emits a nox-
ious or toxic substance it would other-
wise not emit that contributes to such 
an unreasonable risk. 

(d) Manufacturers shall ensure that 
all engines subject to the emission 
standards of this part are equipped 
with a connection in the engine ex-
haust system that is located down-
stream of the engine and before any 

point at which the exhaust contacts 
water (or any other cooling/scrubbing 
medium) for the temporary attachment 
of gaseous and/or particulate emission 
sampling equipment. Use good engi-
neering judgment to locate the connec-
tion. This connection shall be inter-
nally threaded with standard pipe 
threads of a size not larger than one- 
half inch, and shall be closed by a pipe- 
plug when not in use. Equivalent con-
nections are allowed. Engine manufac-
turers may comply with this require-
ment by providing vessel manufactur-
ers with clear instructions explaining 
how to meet this requirement, and not-
ing in the instructions that failure to 
comply may subject the vessel manu-
facturer to federal penalties. Vessel 
manufacturers are required to comply 
with the engine manufacturer’s in-
structions. 

(e) Electronically controlled engines 
subject to the emission standards of 
this part shall broadcast on engine’s 
controller area networks engine torque 
(as percent of maximum torque at that 
speed) and engine speed. 

[64 FR 73331, Dec. 29, 1999, as amended at 67 
FR 68341, Nov. 8, 2002; 68 FR 9782, Feb. 28, 
2003] 

§ 94.8 Exhaust emission standards. 
(a) The Tier 1 standards of paragraph 

(a)(1) of this section apply until re-
placed by the standards of paragraph 
(a)(2) of this section. 

(1) Tier 1 standards. NOX emissions 
from model year 2004 and later engines 
with displacement of 2.5 or more liters 
per cylinder may not exceed the fol-
lowing values: 

(i) 17.0 g/kW-hr when maximum test 
speed is less than 130 rpm. 

(ii) 45.0 × N¥0.20 when maximum test 
speed is at least 130 but less than 2000 
rpm, where N is the maximum test 
speed of the engine in revolutions per 
minute. 

(NOTE: Round speed-dependent standards to 
the nearest 0.1 g/kW-hr.) 

(iii) 9.8 g/kW-hr when maximum test 
speed is 2000 rpm or more. 

(2) Tier 2 standards. (i) Exhaust emis-
sions from marine compression-igni-
tion engines shall not exceed the appli-
cable Tier 2 exhaust emission stand-
ards contained in Table A–1 as follows: 
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